








Regulations-Occupational Health & Safty-Fall 
Protection & Scaffolding for the erection of 
WACO-Rapid-Assembly-Roof construction. 

The WACO-Rapid-Assembly-Roof is a sheed construction , movable or stationary, providing protection from 
the weather either on or above the ground . 
When assembled above the ground on top of scaffolds the WACO-Rapid-Assembly-Roof forms a double­
hinged frame with the scaffolding and in this ca se it is necessary to follow the safty regulations for correct 
construction of scaffolding. 

1. Asembly of sheds on the ground 

Normally the roof girders and shed supports are connected on the ground . Horizontal and diagonal struts 
provide rigidity. The wall struts are hung in position. The placing of the roof struts and tarpaulins has to be 
done by a moveable scaffold. 

2. Assembly of WACO-Roof Sections on scaffolds 

Safty is a main priority. As much pre-assembling as possible should be done on the ground. 
The WACO-Rapid-Assembly-Roof is comparable to a load bearing support. Single disk frameworks are to be 
assembled with horizontal and diagonal struts forming the framework, with on the one hand as load bearing 
shed support and on the other hand as roof girder sections. 
The tarpaulins are slid into the double piping grooves between the roof girder sections, while the sheeting 
is secured to the shed supports. 
The load bearing shed supports and the roof girder sections are to be put into position by crane . At all times 
safty is vital. It is important that enough stability is provided when the different sections to be connected with 
struts. 
Additional planks are needed for the complet assembly. This work can be done only in sito. 

As stated in the information of the Berufsgenossenschaft der Bauwirtschaft: "Erlauterungen zur Unfallver­
hütungsvorschrift Bauarbeiten + Arbeits- und Schutzgerüste" vom 25.11.1991/02 .10.1995 [gez. Joachim 
Edeler] Arbeitsschutzmaßnahmen für Traggerüste page 10: 

The following regulations are for ehe erection, changing and dlsmantling of scaffolds when the fall protection 
safety measures are not possible. 
These regulations will eventually affect and hold for the assembling of WACO-Rapid-Assembly-Roof. 
Preventing accidents is ehe main priorty 
The load bearing shed supports should be pre-assembled on the ground and erected by crane. Only when 
fixing the struts to guarantee stability between the different sections and when installing planks or working 
plattforms can there be exceptions in executing safety rules. Exceptions can also be made while fixing the 
sheeting while standing on top of the scaffolding boards. The following are the rules and regulations for secu­
rity during scaffolding work. 

Within ehe crane area pre-assembly working space is to be provided. Top center fine girder sections must 
be connected to roof girders. Two girders forming one roof section must be positioned at a distance of 2. 5 
m and stabilized with struts. As many sections as possible should be connected while the structure is on 
the ground. Now the tarpaulins can be drawn in and the sections can be lifted by crane. If there are two or 
more sections CO be raised, the upper part if the roof girder should be stiffened with lattice girders. The 
chains of the crane must be fixed on these lattice girders. Assemble all other roof sections in the same way. 

This work can only be done by trainend and expieriencend craftsmen. 

In each country where a WACO-Rapid-Assembly-Roof should be erected, the national Occupational Health & 
Safty-Fall Protection & Scaffolding Regulations for your country applies when planning to erect a WACO­
Rapid-Assembly-Roof. 
The rules provided here can be used as guidelines. 



The main parts of the 
WACO 600 Roofing System 
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The WACO WEATHERPROOF 
Roofing system 600 at glance 

All parts mainly made of aluminium , 
Therefore light weight and easy assembly, 

WACO Wetterschutz.Dachsysteme GmbH 

Posthalterring 7 
85599 Parsdorf 
Telefon 089/90 1086-0 
Telefax 089/901086-19 
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